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Nr. 1415

EC-CERTIFICATE OF FACTORY PRODUCTION CONTROL
1415-CPD-26-(C-23/2006)

On the basis of Construction Products Directive — item (b) of article 14 (1) of Council’s Directive
No. 89/106/EEC of December 21, 1988 and article 4 of Directive No. 93/68/EEC of July 22, 1993
modifying the above Directive —, Section 41 of Hungarian Act LXXVII of 1997 on formation and
protection of the built environment as well as on the basis of the joint Ministerial Decree No. 3/2003. (I. 25.)
BM-GKM-KvVM of Ministry of Interior, Ministry of Economy and Transport, and Ministry of Environment
Protection and Water Management on detailed regulations of technical requirements, attestation of conformity,
placing on the market and use of the construction products, we found that

MASONRY UNITS (category 1.)

Pore-concrete masonry units
Masonry units (height: 200 / 250 mm): P2-0,5; P2-0,5 NF+GT; P4-0,6; P4—0 6 NF+GT;
Partition elements (height: 200 / 250 mm): Pve; Pve NF;
Partition elements with increased volume (height: 200 mm): Pnt;
Pre-masonry sheets (height: 200 / 250 mm): Pef;

Bored elements (height: 200 / 250 mm): Pfe P2-0,5; Pfe P4-0,6;
Cemented/etched U formwork elements (height: 200 / 400 mm): Pu 20; Pu 40;
Length / width:

Masonry units: 600 mm / 200-375 mm; 500 mm / 375 mm (P4-0,6);

Partition elements: 600 mm / 100-150 mm; 500 mm / 100-150 mm (Pnt);
Pre-masonry sheets: 600 mm / 50-75 mm;

Bored elements: 600 mm / 300-375 mm; 500 mm / 375 mm (P4-0,6);
Cemented U formwork elements: 600 mm / 250-375 mm (Pu 20, Pu 40); 600 mm / 200 mm (Pu 20);
Etched U formwork elements: 500 mm / 375 mm (Pu 20, Pu 40);

construction products placed on market by

XELLA Magyarorszag Kft.
1139 Budapest, Teve u. 41. (Hungary)
manufacturer

and produced in the factory
YTONG Falazéelemgyar
3201 Halmajugra (Hungary)

intended uses: in walls, columns and partitions according to requirements of EN 771-4:2003 / EN 771-
4:2003/A1:2005, manufacturer submitted documentation of initial type test of the product and the factory
production control.
Furthermore we found that EMI Kht. (H-1113 Budapest, Didszegi it 37.) — as notified body — has performed the
initial inspection of the factory and the factory production control and performs the continuous surveillance,
assessment and approval of the factory production control.

On the basis of the foregoing we certify hereby that certification of factory production control is
compliance with all requirements of Annex ZA of EN 771-4:2003 / EN 771-4:2003/A1:2005.

This certificate remains valid until withdrawal as long as the conditions laid down
in the harmonised technical specification in reference or the manufacturing conditions
in the factory production control are not modified.

This certificate will authorize the manufacturer to apply CE marking in a manner as set out in Annex
of EN 771-4:2003 / EN 771-4:2003/A1:2005
Pintér Laszlo
Head of Certiﬁcatxpn and Inspection Office of
EMI Kht.
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